JELLYFISH DESIGN TABLE
DRAINDOWN CARTRIDGE BACKWASH POOL WEIR
JELLYFISH TREATMENT FLOW IS A FUNCTION OF THE NUMBER OF CARTRIDGES AND THE DEVICE TOTAL HEAD DIFFERENTIAL.
IF THE PIPE FLOW EXCEEDS THE TREATMENT FLOW THEN AN UPSTREAM BYPASS STRUCTURE IS REQUIRED.
MAINTENANCE HIGH FLOW
ACCESS WALL CARTRIDGE REQUIRED DEVICE TOTAL HEAD DIFFERENTIAL [mm] 460 230
Z g%?/XEE’FSO ACCESS CARTRIDGE FLOW RATE FOR HIGH-FLOW / DRAINDOWN [L/s] 5/25 25/1.25
2600 ACCESS
O COVER 02440 CARTRIDGE LENGTH [mm] 1375 1375
OUTLET INVERT TO STRUCTURE INVERT [mm
] 22250 NOM. [mm]) 1985 1985
- ‘C>— SITE SPECIFIC
- OUTLET ANGLE TO SUIT DATA REQUIREMENTS
SITE REQUIREMENTS
STRUCTURE ID [ ]
O WATER QUALITY FLOW RATE (L/S) [ ]
# OF CARTRIDGES REQURED (HF-DD)[[ - |
D CARTRIDGE SIZE 1375
N PIPE DATA: L. MATERIAL | DIAMETER
D: JELLYFISH PLAN
INLET PIPE [ I I 1
OUTLETPIPE | 1 1 1
I_ 600 ROUND AND 900 SQUARE
CAST-IRON SOLID TOP ACCESS UPPER TANK WEIGHT 4,050kg
COVER SUPPLIED LOOSE !
(OR CAST INTO LID IF REQUIRED) —1 LOWER TANK WEIGHT 6,350kg
U) TR ~ L L L]\
SEAL AS REQURED 7 BRI FERED NOTE: TANK SUPPLIED IN TWO PARTS; PARTS A & B TO BE JOINED ON SITE
a9 A
Z =
& GENERAL NOTES
O 1. JELLYFISH WATER QUALITY STRUCTURE SHALL BE IN ACCORDANCE WITH ALL DESIGN DATA AND INFORMATION CONTAINED IN
o i THIS DRAWING. CONTRACTOR TO CONFIRM STRUCTURE MEETS REQUIREMENTS OF THE PROJECT.
E -— ;ﬁgr E?TRUCTURE 2. PRECAST STRUCTURE SUPPLIED WITH CORE HOLES TO SUIT OUTER DIAMETER OF NOMINATED PIPE SIZE / MATERIAL.
O MAINTENANCE 3. PRECAST STRUCTURE SHALL MEET W80 WHEEL LOAD RATING ASSUMING A MAXIMUM EARTH COVER OF 2.0m AND A GROUND
ACCESS WALL 2 WATER ELEVATION AT, OR BELOW, THE OUTLET PIPE INVERT ELEVATION. ENGINEER TO CONFIRM ACTUAL GROUNDWATER
S Ii(M, AW.) ELEVATION.PRECAST STRUCTURE SHALL BE IN ACCORDANCE WITH AS3600.
12 ¥ % 4. IF THE PEAK FLOW RATE, AS DETERMINED BY THE SITE CIVIL ENGINEER, EXCEEDS THE TREATMENT FLOW RATE OF THE SYSTEM,
B AN UPSTREAM BYPASS STRUCTURE IS REQUIRE.
BACKWASH CARTRIDGE DECK ;- 5. ALL WATER QUALITY TREATMENT DEVICES REQUIRE PERIODIC MAINTENANCE. REFER TO OPERATION AND MAINTENANCE
POOL WER —l R MANUAL FOR GUIDELINES AND ACCESS REQUIREMENTS.
n: H H ~ 6. SITE SPECIFIC PRODUCTION DRAWING WILL BE PROVIDED ON PLACEMENT OF ORDER.
A INLETPIPE | [ L - — AN g 7. DRAWING NOT TO SCALE.
O § (150mm - L INSTALLATION NOTES
g ABOVE 2 .| L-outLer pipE
OUTLETIL) 4~ A. ANY SUB-BASE, BACKFILL DEPTH, AND/OR ANTI-FLOTATION PROVISIONS ARE SITE SPECIFIC DESIGN CONSIDERATION AND SHALL
L - SEPARATOR SKIRT BE SPECIFIED BY THE SITE CIVIL ENGINEER.
o ATTACHMENT s B. CONTRACTOR TO PROVIDE ALL EQUIPMENT WITH SUFFICIENT LIFTING AND REACH CAPACITY TO LIFT AND SET THE STRUCTURE
s " FLANGE (LIFTING DETAIL PROVIDED SEPARATELY).
N L 4
o . 5 TANK STRUCTURE C. CONTRACTOR TO INSTALL AND LEVEL THE STRUCTURE, APPLY SEALANT TO ALL JOINTS AND TO PROVIDE, INSTALL AND GROUT
«© - Fl — INLET AND OUTLET PIPES.
S ; - PART A
D. CONTRACTOR TO TAKE APPROPRIATE MEASURES TO PROTECT CARTRIDGES FROM CONSTRUCTION-RELATED EROSION RUNOFF.
|— E. CARTRIDGE INSTALLATION, BY OCEANPROTECT, SHALL OCCUR ONLY AFTER SITE HAS BEEN STABILIZED AND THE JELLYFISH
[ UNIT IS CLEAN AND FREE OF DEBRIS. CONTACT OCEAN PROTECT TO COORDINATE CARTRIDGE INSTALLATION WITH SITE
_ COMPLETION.
o
O <] SEPARATOR 5 5
.?|  SKIRT "
Z E 160 OCEAN PROTECT
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