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GENERAL NOTES

1. CLEARANCE FOR ANY PIT WITHOUT AN INLET PIPE (ONLY USED FOR
SURFACE FLOW) CAN BE AS LOW AS 50mm. FOR OTHER PITS, THE
RECOMMENDED CLEARANCE SHOULD BE GREATER OR EQUAL TO THE
PIPE OBVERT SO AS NOT TO INHIBIT HYDRAULIC CAPACITY.

2. OCEAN PROTECT PROVIDES TWO FILTRATION BAG TYPES:

2.A. 200 MICRON BAGS FOR HIGHER WATER QUALITY FILTERING

2.B. COARSE BAG FOR TARGETING GROSS POLLUTANTS.

3. DRAWINGS NOT TO SCALE.

4. FOR SPECIAL DESIGNS PLEASE CONTACT OCEAN PROTECT

www.oceanprotect.com.auPHONE: 1300 354 722

PRODUCT ID
PIT DIMENSIONS

(MA;IMUM) (mm)
MINIMUM

DEPTH (mm)
BAG DEPTH

(mm)

OG4/6S
450 ð 450

350 250
600 ð 600

OG6D 600 ð 600 475 375

OG9S
600 ð 900

400 300
900 ð 900

OG9D
600 ð 900

600 500
900 ð 900

OG12S
900 ð 1200

400 300
1200 ð 1200

OG12D
900 ð 1200

600 500
1200 ð 1200
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